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BRINGING INDUSTRIAL QUALITY 
TO THE IRRIGATION INDUSTRY

39 Winton Rd
Joondalup WA 6027
Ph 9300 1844 Fax 9300 1846

Are you still putting your irrigation controller 
in a separate pump control cubicle?
If so, you may be paying too much.

Waterman combined pump control and irrigation panel
(internal panel removed for clarity). Note the touch screen 

operator panel in the top of the panel

Using their many years of experience in the industrial 
field, the engineers at Waterman Irrigation have created 
a breakthrough in the design of Park Management 
equipment. By combining the functions of pump control 
and irrigation control in the same industrial hardened 
equipment they have created some real cost savings for 
you. Gone also are the days of limited functionality in 
either outputs (stations) or inputs (sensors). The 
Waterman Park Management equipment allows you to 
monitor and control anything you like.

And you don’t have to limit the functionality to just irrigation control 
either. Common additional functions include:
• Park lighting control
• BBQ elements monitoring
• Fountain control
• Energy management
• Water management

And if you ever decide to centrally 
control your parks, all you need is 
our low cost software package 
since every controller is already 
equipped with a GSM 
communication link for mobile 
phone remote control and SMS 
alarm messages.

Waterman Irrigation has been quietly working away in creating the most user friendly and 
reliable system on the market. A fact that has resulted in ever increasing sales to a 
multitude of local governments. So why not see for yourself how we can save you money 
and increase your system reliability at the same time.

Call us at 9300 1844 and ask for Steve Bolton or Henk de Graaf or visit our 
website at www.waterman-irrigation.com

� � � � � � � � � �



Functional Specification

• Easy to use touchscreen operator interface with interactive displays
• Total flexibility with regard to the number of stations (from 2 to 1028)
• Integrated pump starter
• Standard pressure monitoring to provide logging, high and low pressure skip 

and high and low pressure shutdown functions
• Electronic motor protection through an accurate current transmitter. The current 

transmitter also provides power usage data
• 3 programs with three separate starting times
• Manual control and semi-auto control functions
• Individual irrigation time setting for every station
• Duration factor setting (0-100%) set either manually or based on weather data
• Weather station connectivity
• Flowmeter connectivity with low flow alarm
• Bore level monitoring with bore recovery rate calculations
• Mobile phone remote control (bi-directional) using text messages
• Satellite station connectivity via Spread Spectrum Radios
• Connection to centralised software (Waterman Central) via the GSM network
• BBQ and floodlight control and monitoring options

Technical Specification

• Processor: 32 bit micro processor
• Memory capacity: 2 MB with linux capability for extended data logging
• Communication ports: 3 to 5
• I/O modules    16 digital out

(limited to 1028 I/O) 8 analog in
8 digital in

• Display: 5” Monochrome touchscreen up to 24 stations
• Lightning protection: via separate relay outputs rated at 5 A
• Motor control above 4 kW via soft starter
• Electronic overload protection
• Pressure monitoring via pressure transmitter, Range 0-1000 kPa
• Current monitoring via current transmitter, Range 0-100 Amp


